
PANAMERA “S” INTAKE INSTRUCTIONS 

 

Step one- 

Remove front plastic intake shroud, by pulling up on the front of the shroud releasing front clips. Then pull 

plastic shroud towards the front of the car releasing rear clips. * Note rear clips will slide out from under 

frame support and will break easy*. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



Step two- 

Remove (4) hose clamps holding on both left and right stock intakes using a 7mm socket. Stock intakes must 

ōŜ ǊŜƳƻǾŜŘ ŦǊƻƳ ά¸έ ǇƛǇŜ ōŜŦƻǊŜ ǎǘƻŎƪ ǘǳōŜǎ Ŏŀƴ ōŜ ǊŜƳƻǾŜŘ from oval intake position. * Note stock plastic 

ά¸έ ǇƛǇe adapter will remain on car for installation of Fabspeed Intakes*. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



Step three- 

Stock plastic shroud can be re installed. 

Step four- 

Both Driver side and Passenger side wheel well liners can be removed with a T20 star drive. Once liners are 

removed ȅƻǳ ǿƛƭƭ ƘŀǾŜ ŀŎŎŜǎǎ ǘƻ ƛƴǎǘŀƭƭ ōƻǘƘ ƛƴǘŀƪŜ ǇƛǇŜǎΦ .ƻǘƘ ƛƴǘŀƪŜ ǇƛǇŜǎ ƘŀǾŜ ŀƴ ά[έ ōǊŀŎƪŜǘ ǘƻ Ƴƻǳƴǘ ǘƻ ŀ 

stock bolt location. * Note stock bolt can be removed while intake is in a general location of final install 

position*. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



Once bolt is removed ŀƴŘ ƛƴǘŀƪŜ ƛǎ ƛƴǎŜǊǘŜŘ ƛƴǘƻ ǎǘƻŎƪ ǇƭŀǎǘƛŎ ά¸έ ǘƘŜ ōƻƭǘ Ŏŀƴ ǘƘŜƴ ōŜ ǇƭŀŎŜŘ ƛƴǘƻ ǘƘŜ ά[έ 

bracket and tightened back into stock location in which it was removed. Stock hose clamps ŀǘ ǘƘŜ ά¸έ ǇƛǇŜ can 

then be tightened onto Fabspeed intake. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Fabspeed cone filters can now be installed onto Fabspeed intake using a 7mm socket. Two hose clamps are 

provided with the intake system to attach Cone filters to intake.  *Note Fabspeed cone filters are designed 

with an inner seating lip to assure accurate depth of the cone filter*.  

Step Five- 

With the Fabspeed intake installed both Driver and Passenger wheel well liners can be re installed. 



 


