
 

 

INSTALLATION GUIDE | Fabspeed Motorsport 996 Cold Air Kit 
 

1. Unclip the mass airflow sensor by pressing on the clip that’s on the underside of the connector and 
then pulling the connector away from the airbox. Note: You have to press REALLY hard on the clip to 
get it to release. I actually had to use the tip of a screwdriver to get more leverage on it.  

2. Loosen the 3 metal belt clamps that hold the stock black corrugated rubber hose with a flathead 
screwdriver. 

3. Remove the stock black corrugated rubber hose. 
4. Pull the motor oil line from the left side of the airbox. It just snaps out with no problem.  
5. Use your flathead screwdriver to unscrew the 7 screws that hold the airbox cover on the airbox. 

Remove the cover and flip it over.  
6. Use your Phillips screwdriver to remove the 3 screws that hold the accursed airbox muffler on the 

underside of the cover. Take out that useless airbox muffler. Why Porsche, why did you even put that 
in there? Swiss noise standards don’t fly as an excuse in my book.  

7. Use 2 of the 3 airbox muffler screws to fasten the Fabspeed block-off cap from the underside of the 
cover. 

8. You might as well remove the old air filter and install a fresh one at this point. I just went with the 
paper OEM filter because I trust it to keep out gunk from my engine. Wash your hands. Use the 
portable vacuum cleaner to suck out the dirt and bits of dried up leaves in there. Wipe it down with a 
clean cloth before you install the fresh air filter.  

9. Reinstall the cover by fastening down the 7 screws that hold it in place.  
10. Install the Fabspeed red silicone hose from the airbox to the throttle body with 2 of the metal belt 

clamps. This is the most difficult part after removing the MAF sensor. You have to wiggle the hose 
around a lot to get it back on since it’s stiffer and has a greater diameter than the stock hose.  

11. Snap the oil line back into place. 
12. Snap the MAF sensor back into place. 

 

• For Tiptronic and Anniversary edition cars, there is a small extra hose running into the factory 
Intake hose which must be taken out and have a small intake breather placed on the end. This hose 
is required and cannot be plugged up, so you must get a small intake breather from a local speed 
shop or Autozone which can be zip tied to the end of the hose so the car runs properly. Example 
photo below of what it looks like. 

 
 
 
 

 


