McLaren 570S / 540C "918 Style" Valvetronic Sport Catalytic Converter Exhaust System
SKU: FS.MC.570S.SC918V

Difficulty

CAUTION
•
•
•
•

Always allow car to cool before performing any installation(s) or service(s) on it.
Always be sure to work on an even and level surface when raising vehicle(s) with a jack, and support all raised vehicles
with locked jack stands once elevated.
Fabspeed Motorsport recommends that all installations be supervised or verified by a trained professional technician.
Fabspeed Motorsport is not responsible for any personal injury or damage(s) sustained to a vehicle during installation
of aftermarket performance parts.
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1. Start by opening the access panel on the deck lid and remove the two mounting bolts.

2.

The rear of the deck lid is held in place by two studs pressed into rubber grommets. Gently pull up on the back
corners of the deck lid until you feel it release. Lift the lid up and then slide it backwards to release the front
from the mounting posts. You can now remove the deck lid.

3.

Raise vehicle on lift and remove the rear wheels. To gain access to the downpipes you will need to remove the
rear belly panel.
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4.

Next remove fender liners.

5. With the fender liners out of the way you can now remove the O2 sensors. Keep track of the location of the
primary and secondary sensors for final installation.

6. On the left side remove the flexible cooler hose to gain better access to the turbo flange bolts. The hose has a
mounting strap and clip to hold it in place and hose clamps at each end. (Fabspeed heat blankets shown in these
photos)

3

7. You can now remove the 2 nuts on the v-band clamp that mounts the exhaust to the turbo flange. To remove
the down pipe you will need to separate lower OEM clamshell heatshields. The lower OEM head shields are held
together with five bolts. When separated remove the top half of the shields to give create for removing the
downpipes.

Heatshield
clamshell

Downpipe shown ready to be removed.

8. Heatshield clamshells separated.

Fabspeed heat
blanket shown in
this photo

9. With the heatshield clamshells separated you can now loosen the ball flare clamps on the inlet side of the
downpipes. Next remove the exhaust hanger assemblies from the frame and down pipes.
Hanger
assembly
Ball flare
clamp
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10. With the ball flare clamps removed and the muffler separated from the downpipes you can now remove the 4
bolts that mount the deck lid latch assembly to the frame. With this assembly lose you now have the room needed
to remove the downpipes. You can now remove the down pipes.

11. Your new system comes with ceramic fiber heat blankets pre-installed on the catalytic end of the system.
You will re-use the upper heat shields from the OEM system after modifying them to fit the new system.

12. You will need to modify the heat shields on the outlet end of the system to accommodate the Valvetronic
outlet pipes. Use the supplied template to mark the cut lines. Use a body saw or small die grinder with a cutoff
blade to make the necessary cuts.
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13. After cutting the hole in the heat shield check the fitment and make adjustments as needed. Line up the
heat shield with the mounting tabs on the system and bolt in place.

14. You can now install your new Fabspeed downpipes in the reverse order or the removal. The new heat
blankets make the installation go much faster. Do not overly tighten v-band clamp on the turbo flange or the
ball clamps connecting to the muffler. You may need to make some minor adjustments to center the tips in the
deck lid before final tightening.

15. Next step is to install the vacuum control kit. You will need to remove the intake cover to access a vacuum
line to tap into. The cover mounts on studs with rubber grommets so a firm pull is all it takes to remove it.
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16. You need to locate a vacuum source for the controller. The easiest vacuum line location is on top of the
intake manifold. To tap into this vacuum line first remove the OEM hose and clamps. You will replace this
section with the supplied Y-fitting and hose. Connect the supplied blue vacuum line to this fitting. Use zip ties to
secure in place.

17.

Route the blue vacuum line along the firewall and under the right quarter panel.

18. Run the vacuum line to the right rear corner on the car. Mount the vacuum canister and solenoid switch to the sheet metal
bracket mounted to the right rear frame section. There is an existing bolt that can be used for mounting without drilling required.
Connect the vacuum line coming from the intake manifold to the one end of the vacuum canister. Install a check valve between the
canister and the intake vacuum line. Run the rest of the vacuum lines as illustrated in the photo below. Reinstall the engine cover.
Vacuum
Solenoid
Vacuum from
canister

Vacuum line coming
from intake manifold.

Check valve

To vacuum
valves
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19. Run vacuum lines from the valves and then under the deck lid cross-brace. Joint the 2 lines together using the supplied brass
T-fitting. Run a single line from the T-fitting back to the solenoid valve. Use the supplied zip ties to secure the vacuum lines.

connect the
2 lines to a
T-fitting

Run a single
vacuum line to
the solenoid
valve

20. The next step is to locate a power source. There is a wiring hardness located just to the left of where you mounted the vacuum
canister and solenoid. The purple wire located in the black plug is hot. Use the supplied wire tap to connect the “RED” hot wire from
the solenoid valve switch to the purple wire in the harness. Use the zip ties to wrap secure and lose wires or vacuum lines.

Red hot wire
from the
solenoid valve

connect the hot wire
from the solenoid to
the purple wire

Purple Hot wire

21. Use one of the existing bolts on the frame to mount the vacuum controller “Black” ground wire.

Ground wire from
the solenoid switch
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22. With the vacuum controller kit installed you can move onto installing the deck lid and any final adjustments. Lay the deck lid on a
body panel stand facing top down. Remove the bolts mounting the grills and remove. Replace the grills with the grills that came with
your new exhaust system.

New grill with
exhaust outlet

Original grill

23. With the new grills installed carefully test fit the deck lid on the car. Make sure the exhaust tips outlets are centered in the
openings. If needed remove the deck lid and make the adjustments needed to the exhaust to center the outlets by rotating the
exhaust. Once you have the fitment correct you can final tighten the exhaust system. You can now install the deck lid. The final step
is to install the slip-on tips.

Center tip
outlets in the
grill openings

24. The tips are installed using 8 set screws. Adjust the screws so the tips are centered and have an even air gap. Start the car and
check for leaks. Also check to make sure the vacuum valves are working correctly using the key fobs supplied with the kit.

Set screws
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25. You can now reinstall the inner wheel wells and belly pan. Also reinstall the wheels and torque the lug bolts to factory spec. Your
installation is now complete.

Enjoy your new Fabspeed Performance Exhaust System!!!

If you have any questions, comments, or concerns related to your product, please contact us!
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