INSTALL GUIDE
Porsche 991.2 Carrera Sport Cats (for PSE)

Required Tools
Ratchet Driver
13mm Socket
13mm Wrench
22mm Wrench
T25 Torx bit
Small Flashlight (Optional}
CAUTION
• Always allow car to cool before performing any installation(s) or service(s) on it.
• Always be sure to work on an even and level surface when raising vehicle(s) with a jack, and support all raised vehicles with locked
jack stands once elevated.
• Fabspeed Motorsport recommends that all installations be supervised or verified by a trained professional technician.
• Fabspeed Motorsport is not responsible for any personal injury or damage(s) sustained to a vehicle during installation of
aftermarket performance parts.

If you have any questions, comments, or concerns related to your product, please contact us!
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1. Start by removing the four T25 screws holding the heatshield to the factory cats. The top two screws may
be difficult to reach. Use socket extensions and exercise patience.
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2. Next remove the four 13mm nuts/bolt holding the cat to the turbo, followed by the two bottom
studs. Use a stud socket or two nuts tightened together to remove the studs.

3.

The top stud is attached to the turbo mounting bracket which will need to be removed.

4.

To access the top mounting bolt the coil pack heat shield will need to be moved/removed. Remove
the rear T25 Torx screw and bend/move the heat shield to gain access.
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5.

Next loosen the clamps attaching the cats to the muffler.
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6.

Once loosened, slide the top clamp onto the muffler pipe to expose the gap in the two tubes.

7.

Remove both 02 sensors from the cat using a 22mm wrench. It helps to remove the O2 sensor wires
from its mounting clip to gain more movement.
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8.

The factory catalyst is now ready to be removed. Use penetrating lube on the muffler inlet pipe to
ease removal. Twist cat up and down to get it free. A few hits from a dead blow hammer can be used
if needed to slide the cat out of the pipe.

9. Follow the same instructions to remove the other side.
10. Installation is the reverse of removal. Use supplied hardware to replace OEM where necessary.

If you have any questions, comments, or concerns related to your product, please contact us!
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